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SAWCUT ASPHALT

3" BITUMINOUS SURFACE COURSE

(UDOT STANDARDS ON STATE ROADS)

8" UNTREATED BASE COURSE

COMPACTED TO 95% PROCTOR

TRACER WIRE WITHIN 12"

OF WATER LINE CONNECTED

TO ALL VALVES AND HYDRANTS

MATERIAL FREE FROM ORGANIC MATERIAL

AND ROCKS LARGER THAN 6" COMPACTED

TO 95% PROCTOR

LIGHTLY COMPACTED EARTH OR SAND. FREE

FROM ORGANIC MATERIAL AND ROCKS LARGER

THAN 2" WITHIN 6" OF PIPE

EXISTING MATERIAL IF STABLE

FULL LENGTH OF PIPE BARREL

SHALL BE BEDDED ON A SOLID

FOUNDATION

12"

1.5" DRAIN ROCK OR SAND AS

REQUIRED FOR STABLE PIPE

BEDDING. NEED TO BE

DETERMINED BY THE CITY

TACK COAT

COMPACT THIS AREA ALL SIDES

NOTES:

1. PAVEMENT CUTS SHALL BE A MINIMUM OF 3' X 3' AND ALSO BE MADE 12 INCHES OUTSIDE THE EDGE OF TRENCH FOR TRENCHES DEEPER

THAN 4 FEET.

2. BEDDING MATERIAL SHALL EXTEND A MINIMUM OF 3" BELOW THE PIPE.  FOR CONCRETE PIPE LARGER THAN 24" I.D. A MINIMUM OF 6" OF

BEDDING MATERIAL SHALL BE PLACED BELOW THE PIPE.

3. ASPHALT SHALL BE CUT TO THE SPECIFIED WIDTH DURING PIPELINE CONSTRUCTION AND SUBSURFACE RESTORATION. THE FINAL SAW-CUT

SHALL BE AN ADDITIONAL 12" WIDER THAN THE EXISTING TRENCH ON EACH SIDE, REMOVING THE ASPHALT AND PROCEEDING WITH THE

REMAINDER OF THE RESTORATION.

INITIAL SAW CUT

INITIAL SAW CUT

SECOND CUT

FULL DEPTH


